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i SINGLE.PHASE NORMALLY _OPEN CONTACTORS cHAPTER CC
> SAFRAN ENVIRONMENTALLY SEALED DC
DIE _CAST ENCLOSED SERIES CONTACTORS
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~ DEFINITION : Electromechanical device designed to close or open a d.c. electrical circuit,
The main moving contacts interrupt the circuit through them when in their normal position (Normally-open).
~ ENVIRONMENTAL CHARACTERISTICS
Maximum altitude : 20,000 m, (60,000 ft.)
Operating temperature range : ~ 55° + 125° C. or - 53° +80° Co (as per rating)
Cxtreme temperatures : - 53 ° €, +130° C.
Acceleration ¢ 12 g. along all axes.
Vibration : AR 7303 Specs, method 1V, procedure (a) curve 1 A,
Shock 1 504¢. (11 ms),
~ CONSTRUETION : The contactor is contained in a cylindrical die-cast enclosure with integral mounting brackets.

Lach end of the enclosure supports insulating plates, carrying the main terminals for one part, and the auxiliary
and coil terminals for another.

The operating electromagnet controlling the operation of the main moving contacts drives simultaneously an auxiliary
change~over switch.
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ELECTRICAL CONNECTIONS ; See table below
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NOTE 3 (1) Temperature conditions apply aftet devices have been operated for one hour with all contacts supplied

under rated current conditions.

(2)

least.,

- OVERLOAD CAPACITY =

1*) On make and break, to AIR 84568 Specs.

~ NSULATING RESISTANCE, at 20° C, : above 100 ¥ S1

- DJELECTRIC STRENGTH, at Sea Level : 500 V D.C.

- DIMENS!

ONAL STANDARD

~ ACCEPTA

NCE TEST SPECIFICATIONS

~ SERVICE

DUTY | Cortinuous

AIR 9458
~ QUALIFICATION SPECIFICATIONS + AIR 8456 B.

Correct functioning of main contacts can only be guaranteed f the controlled current is
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