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TEMPERATURES WERE:  +23°C (+73°F)
                                       +70°C (+158°F)
                                        -55°C (-67°F)
MIN. ULT TRIP WAS:  110% RATING
                                   105% RATING
                                   110% RATING
MAX. ULT. TRIP WAS: 145% RATING
                                    145% RATING
                                    165% RATING  :   PD

.72

.66

.72

.66

  * SINGLE PHASE MAXIMUM ULTIMATE TRIP VALUES APPLY WITH OTHER TWO PHASES CARRYING 100% OF RATED CURRENT.

     VIBRATION  ---------------------------------------------------------------------------------------------------- CURVE 'J' OF EUROCAE ED-14B, 3 G'S, 2000 HZ
     MECHANICAL SHOCK  --------------------------------------------------------------------------------------- 50 G'S
     CORROSION  ---------------------------------------------------------------------------------------------------- SALT SPRAY 48 HOURS
     HUMIDITY  -------------------------------------------------------------------------------------------------------- 48 HOURS

ENDURANCE:

                          115 VAC                                                   400 HZ INDUCTIVE                                                  2500 CYCLES
                          MECHANICAL                                                  NO LOAD                                                       5000 CYCLES

SINGLE *   OR THREE PHASE CALIBRATION:        20 AMP THRU 50 AMP

                                    MIN. ULT. TRIP                  MAX. ULT. TRIP                   200% (SEC.)                  500% (SEC.)                   1000% (SEC.)
                                                                                                                                     
+25 C (+77 F)             105% RATING                  138% RATING                         10-70                           0.15-5.2                          0.05-1.3
+71 C (+160 F)             70% RATING                  110% RATING                      
-54 C (-65 F)               130% RATING                  160% RATING                   
 
SHORT CIRCUIT RESISTANCE:
                            20 AMP THRU 50 AMP                           115 VAC. 400 HZ                         1500 AMPS RMS

OPERATIONAL FORCES:

                            PULL OUT  ----------------------------------------------------------------------------------------------  12 LBS. MAX.
                            RESET  ---------------------------------------------------------------------------------------------------  16 LBS. MAX.

OPERATING ALTITUDE:        15,000 M  (49,200 FT.)

WEIGHT INCLUDING CONNECTION HARDWARE:     0.350 LBS. MAX.

VOLTAGE DROP:

          20 AMP  ------------------------------------------------------------------------------------------------------------------  0.300 VOLTS MAX.
          25 AMP  ------------------------------------------------------------------------------------------------------------------  0.300 VOLTS MAX.
          30 AMP -------------------------------------------------------------------------------------------------------------------  0.300 VOLTS MAX.
          35 AMP  ------------------------------------------------------------------------------------------------------------------  0.300 VOLTS MAX.
          40 AMP  ------------------------------------------------------------------------------------------------------------------  0.300 VOLTS MAX.
          50 AMP  ------------------------------------------------------------------------------------------------------------------  0.300 VOLTS MAX.

PERFORMANCE CHARACTERISTICS

WASHER 

15/32-32 UNS-2A

     15TC30-50

MS 35333-136 BLACK

     0415
   115VAC 400HZ

PART NUMBER SEE NOTE 5
SENSATA TECHNOLOGIES

SEE NOTES 4 & 5
(YEAR-WEEK)
DATE CODE

MOUNTING NUT
MS 25082-821

4. DATE CODE PER 10588-285.

    ORIGIN WILL BE IDENTIFIED AS REQUIRED.

6. VOLUME: 2.4859 CUBIC INCHES

5. MARK IN APPROXIMATE POSITION SHOWN IN BLACK INK PER 12506-70.

MS 35338-137
WASHER

NOTES:

1. EPOXY SURFACES ARE NON-DIMENSIONED. ENVELOPE DIMENSIONS
    DO NOT APPLY TO THESE EPOXY SURFACES.

2. TERMINAL AND MOUNTING HARDWARE MAY BE PACKAGED RATHER THEN INSTALLED.

3. COUNTRY OF ORIGIN IS SHOWN FOR ILLUSTRATION PURPOSES ONLY. COUNTRY OF 
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