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T OGG LE  ST YLE 3

TOGGLE BUSH ING SUFF IX NE OPRE NE
LE NGTH LE NGTH NO. SEAL

BAT .406 .343 52 57
.562 .465 63 68
.687 .465 73 78
1.00 .465 A3 A8
1.25 .465 B3 B8
.687 .465 NBL 3 NBL 8
.687 .465 NWH 3 NWH 8
1.50 .465 C3 C8

G-Se r ie s

Toggle  Sw it ch e s

Dim e n sion a l Sp e c ifica t ion s :  in . [m m ]

Sp e c ifica t ion s
• Cer t ifica t ions*: UL, CSA, VDE
• Dielect r ic St rength : 1,000 V (minimum)
• Insu la t ion  Resist ance: 100 Megohms

(min imum)
• Base Mater ia l: Phenolic
• Actua tor  Ma ter ia l: Brass/Nickel P la te

or  Polycarbona te
• Bush ing Ma ter ia l:  Brass/Nickel P la te

or  Polycarbona te

* Due to ongoing technologica l advances, consult  factory for
cer t ifica t ion  specifics.

The G-Ser ies toggle switches a re single
or  double pole, AC ra t ed up to 20 amps
and con ta in  a  slow-make, slow-break
con tact  mechan ism.  These swit ches a re
ava ilable in  a  wide range of r a t ings,
terminat ions, circuit s and bushing/toggle
configu ra t ions.

SE R IE S

2G MAINTAINED
6G MOME NTARY

CIR CUIT 1

SINGLE  P OLE  IN
DOUBLE  POLE BASE
A ON-NONE-OF F
B ON-NONE-ON
C ON-OFF-ON

DOUBLE  POLE
K ON-NONE-OF F
L ON-NONE-ON
M ON-OFF-ON

R AT IN G 2

0 20A 250VAC
5 10A 250VAC

15A 125VAC
3/4H P 125-250VAC

6 3A 250VAC
6A 125VAC
1/4H P 125-250VAC

7 12A 250VAC
17A 125VAC
1H P 250VAC

9 10A 250VAC
15A 125VAC
12(6)A 250VAC T85
3/4H P 125-250VAC

72 20A 125-277VAC
1 1/2HP  125VAC
2H P 250VAC

T E R MI NATI ON /F UNC TI ON

.250 .187
SOLDER TAB TAB SCRE W WIRE PC

FUNCTION LUG (QC) (QC) TERM. LE AD TE RM.
ON-NONE-OF F 0 1 3 4 5 6
(ON)-NONE -OFF A B D E F G
ON-NONE-(OFF ) L M R S T U
ON-NONE-ON 0 1 3 4 5 6
ON-NONE-(ON) A B D E F G
ON-OFF-ON 0 1 3 4 5 6
ON-OFF-(ON) A B D E F G
(ON)-OF F-(ON) L M R S T U

2G A 5 1 - 73

.394[10.00]

.187[4.74]

WITH KEYWAY WITH LOCKING RINGMOUNTING HOLE

THREAD

KEYWAY
.072[1.82]

X
.038[.965] DP

 .187 TAB (Q.C.) SOLDER LUG

TERMINAL TYPE

#6-32NC-2
THREAD

 SCREW
 (ASSEMBLED)

PRINTED 
CIRCUIT

 .250 TAB (Q.C.)

 WIRE LEAD

.187[4.75]

.187[4.75]

.350[8.89]

.187[4.74]

.330[8.38]

.075[1.91] DIA

.437[11.09]

.250[6.35]

.055[1.40] DIA

.370[9.39]

.125[3.18] DIA

.500[12.70]

6.000[152.40]
.141[3.58]

.286[7.26]

.778[19.76]

1.308[33.22] .750[19.05]

.038[9.65]

.062[1.57]

.125[3.17] DIA

.500[12.70] DIA

.500[12.70] DIA .500[12.70] DIA

15/32-32UNS-2A

.422[10.72]

.376[9.55]

.465[11.81]

.687[17.44]

NOTES:
Shading indica tes standard configu ra t ions.
For  bushing accessor ies, see pages 69 and 70.
1 Addit iona l circu it s a re ava ilable on  page 53.
2 Addit iona l ra t ings ava ilable. Consult  factory.

Ra t ing Code 5 is applicable to cer ta in  circu it s on ly. Consult  factory for  specifics.
Ra t ing 9 is on ly ava ilable with  nylon  bushing and actuator . See page 53 for  ca llou t .
Ra t ing 9 is on ly ava ilable with  termina t ions 0 and 1, circu it s A, B, K and L only.
Ra t ing 72 is on ly ava ilable in  main ta ined circu it s and nylon  const ruct ion . See page 53 for  ca llou t .

3 NBL toggle uses black oxide pla ted meta l bushing for  standard const ruct ion . NWH toggles use n ickel pla ted
meta l bushing for  standard const ruct ion .
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D

Toggle  Sw it ch e s

Nylon  Toggle

CIRCUIT P OSITION 1 P OSITION 2 P OSITION 3

PROGRESSIVE  TWO CIRCUIT
2GH CIRCUIT 1 ON 2 CIRCUITS ON CIRCUIT 2 ON
2G P CIRCUIT 2 ON CIRCUIT 1 ON OFF
2G G 2 CIRCUITS ON CIRCUIT 1 ON OFF
6GG MOMENTARY 2 CIRCUITS (ON) CIRCUIT 1 ON OFF

SINGLE  P OLE  TRIPLE  THROW
2G E ON ON ON

REVERSING DOUBLE  P OLE  DOUBLE  TH ROW*
2G X ON NONE ON
2G O ON OFF ON
6GO  MOME NTARY (ON) OFF (ON)

*WITH RE VERSING DOUBLE  POLE DOUBLE THROW CIRCUITS, USE  TERMINATION/
FUNCTION FROM F OLLOWING OPTIONS:

SOLDER .250 TAB SCRE W WIRE
LUG (Q.C) TE RM. LE AD
3 3/T ABS 4 1
3 3/T ABS 4 1
3 3/T ABS 4 1

Ad d it ion a l Cir cu it s1

NYL ON
T OGG LE

D

4 BB
ACTU AT OR
COLOR

B BLACK
W WH ITE

BUS H ING
COLOR

B BLACK
W WH ITE

FOR NYLON TOGGLE S
AFTE R TERMINATION SE LECTION, ADD SUFF IXE S:
(ex.) 2GK51-D-4B-B

- -
T OGG LE
ST YL E
(SE E DRAWING
AT LEF T)

1
2
3
4 (WITH

NE OPRENE
SE AL)

NOTES:
Shading indica tes standard configu ra t ions.
1 Addit iona l momentary circu it s a re available. Consult  factory for  deta ils.

THREAD

.750[19.05]
1.375[34.92]

4

2

3

1

.687[17.44]

.379[9.63]

.422[10.72]

.865[21.97]

S.P. OR D.P. NYLON

15/32-32UNS-2A

KEYWAY
.072[1.82]

X
.038[.965] DP


