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4.4 Toggle Switches

General Purpose Toggles—AC Rated

AC Rated Toggle Switches—Three-Pole 

AC Rated Toggle Switches—Four-Pole 

Notes

1   Also 1/2 hp at 125–250 Vac Rating.
2   Not CSA Certified.
3   Also 7.5A, 277 Vac, 3/4 hp, 120–240–277 Vac.
4   1 hp at 240–480 Vac single- or two-phase and 240–600 Vac three-phase.

Rating

Poles 
and 
Throw

Circuit with Toggle in …

Base 
Circuit
See Page 
V11-T4-35

Bushing 
Length “A”
Inches (mm)

Lever 
Length “B”
Inches (mm)

Catalog Number

UP
Position

CENTER
Position

DOWN
Position 

(Keyway)
Solder 
Lugs

Screw 
Terminals

0.250 in
Spade
Terminals

Combi-
Term

15A, 125 Vac
10A, 250 Vac
3/4 hp, 250 Vac
1 hp, 3 Ph 
 125–600 Vac
1 hp, 1 and 2 Ph 
 125–480 Vac

3PST ON NONE OFF E 0.469 (11.91) 0.688 (17.48) 7700K1 7700K2 7700K3 —

3PDT ON
ON

OFF
NONE

ON
ON

F 0.469 (11.91) 0.688 (17.48) 7701K1
7702K1

7701K2
7702K2

7701K3
7702K3

—
—

15A, 125 Vac
10A, 250 Vac
3/4 hp, 250 Vac

3PDT MOM. ON
MOM. ON

OFF
NONE

ON
ON

F 0.469 (11.91) 0.688 (17.48) 7704K1
7705K1

7704K2
7705K2

7704K3
7705K3

—
—

20A, 125 Vac
10A, 250 Vac
1 hp, 120 Vac
1, 2 and 3 Ph

3PDT ON OFF ON F 0.469 (11.91) 0.688 (17.48) 7804K12 
24

7804K32 2 7804K22 2 7804K42 2

Rating

Poles 
and 
Throw

Circuit with Toggle in …

Base 
Circuit
See Page 
V11-T4-35

Bushing 
Length “A”
Inches (mm)

Lever 
Length “B”
Inches (mm)

Catalog Number

UP
Position

CENTER
Position

DOWN
Position 

(Keyway)
Solder 
Lugs

Screw 
Terminals

0.250 in
Spade
Terminals

Combi-
Term

15A, 125 Vac
10A, 250 Vac
3/4 hp, 250 Vac

4PST ON NONE OFF E 0.469 (11.91) 0.688 (17.48) 7691K14 7690K8 — —

4PDT ON
ON

OFF
NONE

ON
ON

F 0.469 (11.91) 0.688 (17.48) 7693K2
7695K5

7692K13
7694K4

—
—

—
—

20A, 125 Vac
10A, 250 Vac
3/4 hp, 250 Vac
1/2 hp, 125 Vac

4PST ON NONE OFF E 0.469 (11.91) 0.688 (17.48) 7933K38 7933K36 7933K40 —

4PDT ON
ON

OFF
NONE

ON
ON

F 0.469 (11.91) 0.688 (17.48) 7934K38
7935K38

7934K36
7935K36

7934K40
7935K40

—
—

20A, 125 Vac
10A, 250 Vac
1 hp, 125–240 Vac
2 and 3 Ph

4PDT ON OFF ON F 0.469 (11.91) 0.688 (17.48) 7805K12 2 7805K32 2 7805K22 2 7805K42 2
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4.4 Toggle Switches

General Purpose Toggles—AC Rated

Technical Data and Specifications

General Purpose Toggles—AC Rated 

Contact Material 

Dimensions
Approximate Dimensions in Inches (mm)

7500, 7600, 7700 and 7900 Series

1PST Maintained and Momentary (Screw Terminals) 1PDT Maintained and Momentary (Spade Terminals) 

Description Specification

Ratings See Product Selection tables; Switch ratings at 125 Vac also apply to 28 Vdc

Contact mechanism Slow-make/slow-brake butt contact

Terminal types Screw terminals—brass designed to accept #6-32x 3/16 binding head (Cat. No. 811-2) screws 
 Furnished unassembled 
Solder lug terminals—tintillate-plated brass
Spade terminals—combi-term—brass

Base material Thermoset molding material

Mounting means Threaded bushing—0.468 in (11.89 mm) dia., 32 threads/in
Keyway—0.068 x 0.035 in (1.73 x 0.89 mm) deep, provides anti-rotation feature
Hardware supplied—1 hexagon locknut (Cat. No. 15-192) and 1 bright nickel-plated knurled facenut 
 (Cat. No. 15-124F1), except 7700–7705, which have bright nickel hexagon facenut (Cat. No. 15-966-2)
 Furnished unassembled

Finish Bright nickel-plated toggle lever and bushing

Dielectric withstand 1000V rms minimum

Operating temperature 
range 

0° to 150°F (–17.8° to 65.6°C)

Ampere Movable Stationary

7500, 7600, 7700 and 7900 Series Switches

3 to 6 Silver-plated copper Silver-plated copper

10 to 20 Silver-plated copper with silver buttons Silver-plated copper with silver buttons

20 to 30 Silver-plated copper with cad oxide buttons Copper with cad oxide buttons

7800 Series Switches

3 to 6 Silver-plated copper Silver-plated copper

10 to 20 Copper with silver buttons Copper with silver buttons

0.469
(11.91)

0.625
(15.87)

0.300
(7.62)

1.218 
(30.93)

1.047 
(26.59)

A

B

15/32−32 Thd. 
0.469 (11.91)

Keyway
0.068−0.075 W x 0.035−0.040 D
(1.72−1.90) W x 0.88−1.02 D)  

1.125
(28.57)

0.625
(15.87)

0.469
(11.91)

0.440
(11.17)

0.031 (0.78)
Ref.

1.100
(27.95)

A

B

15/32−32 Thd. 
0.469 (11.91)

Keyway
0.068−0.075 W x 0.035−0.040 D
(1.72−1.90) W x 0.88−1.02 D)  
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4.4 Toggle Switches

General Purpose Toggles—AC Rated

Approximate Dimensions in Inches (mm)

7500, 7600, 7700 and 7900 Series, continued

3PDT Maintained and Momentary (Solder Lugs) 

2PDT Momentary (Solder Lugs) 

3PDT Maintained and Momentary (Screw Terminals) 

3PDT Maintained and Momentary (Spade Terminals) 

4PDT Maintained and Momentary (Screw Terminals) 

4PDT Maintained and Momentary (Solder Lugs) 

4PDT Maintained and Momentary (Spade Terminals) 

0.688
(17.47)

0.965
(24.51)

1.437
(36.49)

0.469
(11.91)

0.270 
(6.85)

1.333 (33.85)
Max.

15/32−32 Thd. 
0.469 (11.91)

0.031 (0.78)
Ref. 

Keyway
0.068−0.075 W x 0.035−0.040 D
(1.72−1.90) W x 0.88−1.02 D)  

15.5°

31°

1.312
(33.32)

0.750
(19.05)

0.031 (0.78)
Ref.

0.270
(6.85)

0.910
(23.11)

0.469 
(11.91)

0.562
(14.27)

15/32−32 Thd. 
0.469 (11.91)

Keyway
0.068−0.075 W x 0.035−0.040 D
(1.72−1.90) W x 0.88−1.02 D)  

18°

36°

0.688
(17.47)

0.965
(24.51)

0.469 
(11.91) 1.437

(36.49)

0.300 (7.62)

0.031 (0.78)
Ref. 

1.333 (33.85)
Max.

15/32−32 Thd. 
0.469 (11.91)

Keyway
0.068−0.075 W x 0.035−0.040 D
(1.72−1.90) W x 0.88−1.02 D)  

15.5°

31°

0.688
(17.47)

0.965
(24.51)

1.437
(36.49)

0.469
(11.91)

0.440 
(11.17)

0.031 (0.78)
Ref. 

1.333 (33.85)
Max.

15/32−32 Thd. 
0.469 (11.91)

Keyway
0.068−0.075 W x 0.035−0.040 D
(1.72−1.90) W x 0.88−1.02 D)  

15.5°

31°

1.437
(36.49)

1.546
(39.26)

1.333 (33.85)
Max.

0.300
(7.62)

0.469 (11.91)

1.265
(32.13)

0.688
(17.47)

0.031 (0.78)
Ref. 

15/32−32 Thd. 
0.469 (11.91)

Keyway
0.068−0.075 W x 0.035−0.040 D
(1.72−1.90) W x 0.88−1.02 D)  

1.437
(36.49)

1.546
(39.26)

1.333 (33.85)
Max.

0.270
(6.85)

0.469
(11.91)

1.225
(31.11)

0.688
(17.47)

0.031 (0.78)
Ref. 

15/32−32 Thd. 
0.469 (11.91)

Keyway
0.068−0.075 W x 0.035−0.040 D
(1.72−1.90) W x 0.88−1.02 D)  

1.437
(36.49)

1.546
(39.26)

1.333 (33.85)
Max.

0.469 (11.91)

0.440 (11.17)

1.405
(35.68)

0.688
(17.47)

0.031 (0.78)
Ref. 

15/32−32 Thd. 
0.469 (11.91)

Keyway
0.068−0.075 W x 0.035−0.040 D
(1.72−1.90) W x 0.88−1.02 D)  


