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SUPPLY VOLTAGE VDC 3.0 24.0

WIRES PVC, 26 AWG

NOTES:
 
1. DRAWING TO BE INTERPRETED IN ACCORDANCE
    WITH THE CURRENT REVISION OF ASME Y14.
 
2. THIS PART/PRODUCT IS TO BE MANUFACTURED WITH THE LATEST APPLICABLE
    REGULATIONS OF EC DIRECTIVES FOR THE RESTRICTION OF THE USE OF
    HAZARDOUS SUBSTANCES IN ELECTRICAL AND ELECTRONIC EQUIPMENT (ROHS),
    WASTE ELECTRICAL AND ELECTRONIC EQUIPMENT (WEEE) AND REGISTRATION,
    EVALUATION, AUTHORIZATION AND RESTRICTION OF CHEMICALS (REACH).
 
3. MARKING:  OTTO 21649
                        PRODUCT NUMBER
                        DATE CODE (YYWW)
 
4. PULL-UP RESISTOR NOT INCLUDED
    WITH SWITCH.

SUPPLY

OUTPUT

GROUND

TYPICAL
APPLICATION

2. DUSTIGHT &
    MOISTUREPROOF
    PER IP64
3. WATERTIGHT
    PER IP68S, 1 METER

1. CLEAR
2. BLACK

1. RED
2. BLACK
3. ORANGE
4. YELLOW
5. GREEN
6. BLUE
7. VIOLET
8. GRAY
9. WHITE

1. NORMALLY OPEN (HIGH)
    MOMENTARY
2. NORMALLY OPEN (HIGH)
    MOMENTARY
    WITH DETENT
3. NORMALLY LOW
    MOMENTARY
4. NORMALLY LOW
    MOMENTARY
    WITH DETENT
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SWITCH CHARACTERISTICS

ELECTRICAL:

RATED AT 
Vcc = 5V @ 25 C
LOAD = 1mA (4.7K )

UNITS MIN MAX

REVERSE OUTPUT
VOLTAGE VDC NA 0.5

SUPPLY CURRENT
B=0, Vcc=5V, Io=0 mA NA 9.0

CONTINUOUS OUTPUT
CURRENT mA NA 18.0

REVERSE BATTERY
PROTECTION VDC -15.0

SWITCH OUTPUT SEE CIRCUIT STYLE IN
CHART FOR DETAILS

ELECTRICAL LIFE 10,000,000 CYCLES

MECHANICAL:

MECHANICAL LIFE 10,000,000 CYCLES
BUTTON TRAVEL IN NA .080
OVERTRAVEL IN .010 NA
OPERATING POINT IN .040 .010
OPERATING FORCE
WITHOUT DETENT OZ 16 8

OPERATING FORCE
WITH DETENT OZ 28 8

ENVIRONMENTAL:

OPERATING TEMPERATURE C -40 85
STORAGE TEMPERATURE C -60 105
SEAL INTEGRITY SEE CHART FOR DETAILS

MATERIAL:

BUTTON THERMOPLASTIC,
SEE CHART FOR COLOR DETAIL

CASE ALUMINUM ALLOY, 
SEE CHART FOR COLOR DETAIL

MOUNTING HARDWARE HEX NUT AND LOCKWASHER

HP7-DF_5___

SEAL LEVEL CASE COLOR BUTTON COLORCIRCUIT STYLE

15/32-32UNS-2A
TO WITHIN .062
OF SHOULDER

SUPPLY - RED

GROUND - BLACK

OUTPUT - YELLOW
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